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1.  INTRODUCTION 

The DR series of hanging scale provides an accurate, fast and 

versatile series of general purpose weighing scale. 

Figures: 

25mm large bright LCD display with wide view angle  

Selectable units from kilogram (kg), pound (lb) 

Overloading safety up to 300% 

Tare; Zero; Hold function 

Optional remote control with control distance 20m 

 

2  KEYBOARD AND DISPLAY 

2. 1 DESCRIPTION OF KEYS 

ON/OFF: power switch, use this key to turn on and turn off scale. 

ZERO: re-zero key, use this key to return zero reading, when in 

setting mode, use this key to sure setting. 

TARE: use the tare key to subtracts tare values and changes the 

scale from gross mode (no tare) to net mode. In the setting 

mode, this key is used to increase the value. 

HOLD: reading lock key, use this key to lock reading, in calibrate 

mode, use this key to change active digit. 

UNIT: Press the key, the scale can to select units. It has two units, 

kg and lb.   

When you weigh, press this key, you can see the 

conversion of the units. 

when in setting mode, use this key to escape setting. 

2.2 REMOTE CONTROLLER (30kg have no this function) 

      1.TARE   2. ZERO   3.UNIT   4.HOLD 

2.3 DISPLAY 

BATT.: battery indicator. The battery should be charged when the 

symbol is on. The scale will still operate for about 30 minutes after  

which it will automatically switch off to protect the battery. 
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Zero: zero indicator, when this indicator on, scale in zero point. 

Tare: tare indicator, this indicator on means current weight is the 

net weight, which has been subtracted the tare values. you can 

press the TARE key to return gross weight mode. 

Hold: lock indicator, when this indicator on, scale in reading data 

lock mode, you can press HOLD key to return normal weighing 

mode 

kg.: weighing unit, kilogram. 

lb.: weighing unit, pound. 

 

3  OPERATION 

3. 1 GENERAL INSTRUCTION 

1. Please read this manual carefully before you operate the hanging 

scale. 

2. When battery goes low, the BATT icon will be display. It is the time to 

charge the battery with the special charger. 

3. If you will let DR hanging scale deactivate for a long time, please 

note you also need change the battery every three months 

 

3. 2 BASIC OPERATION 

3.2.1  Power on and off 

      Please press ON/OFF key before you operate this scale, and 

press ON/OFF key again after you operate this scale. 

3.2.2  Zero the scale 

When there is no item on the scale but reading is not zero, press 

the ZERO key to make re-zero reading. 

3.2.3  Reading lock 

When reading is not stable, you can use HOLD key to lock 

reading data, so you can read easily, after you read, press HOLD 

key again to return normal weighing mode. 

3.2.4  Overload Warning 

Please do not add item that is over the maximum capacity. 

When reading“--ol-”, remove the item on the hook to avoid 
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damage to the load cell. 

 

4  BATTERY CHARGING                     

Please use the special charger to charge battery, use other types 

charger will be danger. 

Please assure you AC power meet the rating of charge. 

When the battery needs charging a symbol on the weight display   

will turn on. The battery should be charged when the symbol is on. The 

battery should be charged for 12 hours for full capacity. 

Just on the right side of the display, these is an LED to indicate the 

status of battery charging.  When the scale is plugged into the mains 

power the internal battery will be charged.  If the LED is green the 

battery has a full charge.  If it is Red the battery is nearly discharged.  

As the battery is used it may fail to hold a full charge. If the battery 

life becomes unacceptable then contact your distributor. 

 

5. CALIBRATION 

1) Turn off the power if you are using the scale. 

2) Press TARE key during selfchecking(power on).  

3) Display shows “F0 CAP”, use TARE key to select the calibration mode, 

then the display will show “F9 CAl”. 

4) Press ZERO key to enter calibrate, display shows “UnlD” 

5) Empty the hook, after Hold indicator on, press ZERO key to sure, 

after some seconds, zero calibrate completely.  

6) After zero calibrate, display shows span calibrate mass weight, you 

can change this weight, (use HOLD key to move the active digit, use 

TARE key to increment a digit), after input calibrate mass weight, 

press ZERO key to sure, display show “LOAD”, add calibrate mass on 

hook, after Hold indicator on, press ZERO key again, please wait 

some seconds, span calibrate completely.  
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